

KARG 



BRAIDERS . . . 


are unmatched for productivity, st 



Fast . . . 24-V can braid most 
products at 85 carrier RPM, 
36-V braids at 64 carrier RPM 


Magazine Winding commercially 
available for Karg bobbins 


Easy Maintenance . . . 

your own plant personnel can 
maintain any Karg Braider 


Quiet . . . enclosure over 
moving parts, plus ratchetless 
carriers, keep noise level below 
OSH A requirements 


Large Package 
Capacity . . . runs more 
product between refills, less 
down time for reloading 


Rugged, proven shuttle system 

Ratchetless Carriers . . . 

no noise, seldom need maintenance 
for any reason 


Auxilliary 

Overhead 

Haul-Off 

(optional) 


(optional) 


Karg Corporation has been a factor in higher 
efficiency braiding since 1947. In 1961 the 
company introduced a patented wire carrier 
designed to dispense high-tensile steel wire 
for the braiding machines current at that time. 

These carriers have since become industry 
standards, marketed worldwide as both ori- 
ginal and replacement equipment on other 
firm’s braiders. 


WORLDWIDE PATENTS PENDING 

Manufactured under one or more 
of the following U.S. Patents: 

3 , 756,117 3 , 756,533 

3 , 756,523 3 , 757,904 

3 , 802,643 



Stop 

Indicator 

Light 


Main 

Power 

Switch 


Overload 

Reset 


Strand 

Detector 

Reset 


Overload 

Indicator 

Light 


Strand 

Detector 

Indicator 

Light 


Automatic 

Track 

Lubrication 


Noise and safety enclosure reduces < 
level, keeps sound below OSHA requ 
ments, protects operator from moving p< 
Readily adapts to your in-plant vacu 
environmental control system. 


Standard 

Change 

Gears 












Cop for 
competitive 
braider 


Cross-wound 
cop for 
Karg Braider 


Karg Bobbin 


Karg bobbin 


Bobbin for 
competitive 
braider 


bmid^rB° Kam°boh hi n rfn id fi i 7 s ' ° "l CheS <! 069 ccm) ’ a 300% advantage over most other rotary 

hnhhfn. Shhi^ bb a hold 6175 cublc Inches < 1012 ccm )' a 400% advantage over competitive 
bobbins. Bobbins and cops are interchangeable on same bobbin post. 



Strand depletion and breakage detectors 
stop machine and signal operator if strand 
runs low or breaks. 



Braid former (optional equipment) allows 
precision control of braid geometry and pre- 
vents size reduction of soft, mandrel-less 
tube stock. 






37.25" 

(946.15 mm) 
33.25" 
(844.5 mm) 


Dimensions for 24-V printed in red 
Dimensions for 36-V printed in black 



The company reserves the right to 
alter or amend the specifications of 
any of its products without prior 
notice. 

Prompt service on replacement 
parts. We maintain a complete 
replacement parts inventory. 







1 P= 


10.50" CLR 
(266.7 mm) 
14.50" CLR 
(368.3 t mm) 




24-V 

36-V 

Number of Carriers 

24 

36 

Braid Pattern 

2:2 

2:2 

Maximum Speed 

Yarn 

85 Carrier 

Revolutions Per Minute 

Yarn 

64 Carrier 

Revolutions Per Minute 

Wire 

55 Carrier 

Revolutions Per Minute 

Wire 

42 Carrier 

Revolutions Per Minute 

Payout Control 

Roller Clutch 

Roller Clutch 

Machine Horsepower 

English 

3 H.P. 
2.24 kW 

Metric 

3 PS 
2.24 kW 

English 

5 H.P. 
3.73 kW 

Metric 

5 PS 
3.73 kW 

Capstan Diameter 

40 ins. 

1016 mm 

40 ins. 

1016 mm 

Tension Level 

2.5 to 10 lbs. 
(Maximum) 

1.13to4.5Kg. 

(Maximum) 

2.5 to 10 lbs. 
(Maximum) 

1 . 13 to 4. 5 Kg. 
(Maximum) 

Max. Braid Diam. 

1 Yz" 

38.1 mm 

2" 

50.8 mm 



English 

>4-V 

Metric 

English 

J6-V 

Metric 

PAPER COPS 

Barrel Diameter 

1" 

25.4 mm 

1" 

25.4 mm 

Outside Diameter 

3%" 

85.7 mm 

3 3 /b" 

85.7 mm 

Traverse 

8" 

203.2 mm 

8" 

203.2 mm 

KARG BOBBINS 

Barrel Diameter 

IVa" 

31.7 mm 

1V4" 

31.7 mm 

Outside Diameter 

3%" 

85.7 mm 

3%" 

85.7 mm 

Traverse 

8" 

203.2 mm 

8" 

203.2 mm 




241 Southwest Avenue • Tallmadge, Ohio 44278, U S. A. 
Telephone (216) 633-4916 • Telex: 98-6326 





smums m m. 



kih me 22s mama 

In response to industry needs, Karg 
Corporation has developed a new wire carrier 
for the 225 braider, designed and tested to 
increase your braidroom efficiency: 

• Accepts all standard 225 bobbins 

• Exceptionally easy to maintain 

• Lower maintenance costs 

• bower cost 

• Fewer moving parts 

• Tension change on machine without 
disassembly of carrier 

• Provides consistent tension control 

• Release tension adjustable to 50 lbs. 

• Design includes mechanical absorption of 
inertial energy caused by reversing torque 
for increased shuttle component life. 
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msamiMtimme. 

An improved Yarn Carrier for the 225 braider. AH parts 
interchangeable. 


Start putting Karg technology to work for you. 
Call or write the Karg Technical Group for fast, 
economical braidroom solutions. 





YARN CARRIER FOR 225 RRAIDING MACHINE 

CARRIER NO. 4-82000 


PARTS FOR 225 YARN CARRIER 


ITEM 0 

KARG NO. 

PART NAME 

ROCKWELL NO. 

REFERENCE NOTES 

1 

4-82017 

Base 

B5-92-K 


2 

3/16x1-1/2 

Roll Pin 

104-429-K 


3 

2-82045 

Bobbin Post 

B1-60780-2-K 


4 

3/16x3/4 Ig 

Standard Dowel Pin 



5 

1-82042 

Latch Spring 



6 

1-50831 

Latch Pin 

B1-6077-1-K 


7 

2-82041 

Bobbin Lock 

B1-6090-1-K 


8 

2.5mm dia. 

Spring Stop Pin 

B1-6277-K 



xIOmm Ig 




9 

1/2-13x3/4 

Socket Set Screw 

141-44-K 


10 

10-24x1/4 

Nylon Tipped Socket Set Screw 

141-184-K 


11 

1-80056 

Spring Tube 

B1-2392-K 


12 

1-80059 

No Color Torsion Spring 

B1-2529-K 


13 

1-80055 

Tension Adj. Cap 

B1-90350-1-K 


14 

1-80058 

Spring Holder 

B1-2309-K 


15 

3-82018 

Yarn Tension Arm 

B1-6164-2-K 


16 

1-82007 

Roller 

B5-132-1-K 


17 

- 1-82011 

Pin 

B1-6165-2-K 


18 

5/64x3/8 - 

Roll Pin 

104-379-K 


19 

2-82016 

Spring Locking Bracket 

B1-2245-1-K 


20 

1/8x1-1/4" 

Cotter Pin 

103-15-K 


21 

1-82010 

Trip Pin 

B1-2251-2-K 


22 

10-24x3/4" 

Socket Head Cap Screw w/Nylok 

137-1-K 


23 

#10 

Internal Lockwasher 



24 

1-82022 

Adjusting Cap Retainer 

B1-2534-K 


25 

10-24x5/8 

Socket Head Cap Screw 

137-91-K 


26 

1/4-20x7/8 

Socket Head Cap Screw Loc-Wel 

137-195-K 


27 

2-81031 

Pawl 

B5-85-3-K 


28 

1-82006 

Guide Washer 

B1-2893-K 


29 

1-82013 

Pawl Spring (High) 

B1-2529-K 


30 

3/16x1-1/8 

Roll Pin 

104-477-K 


31 

1-82015 

Spring Guide 

B1-2648-3-K 


32 

1-82012 

Washer 

B1-2294-1-K 


34 

1-82047 

Sprag Clutch 

901-2-K 


35 

1-82008 

Washer 

B5-86-K 


36 

5108-87 

Retaining Ring 

193-297-K 


37 

4-82030 

Roller Mount Assembly 

B5-90038-K 


37B 

HW-2112 

Roller Stud 



37C 

1-82009 

Stationary Roller 



37D 

1-82035 

Eyelet 

91-27-K 


38 

1/4-20x7/8 

Socket Set Screw 

140-28-K 


39 

1/4-20 

Jam Nut 

90-39-K 


40 

1/4-20x1 

Socket Head Cap Screw Loc-Wel 

137-7-K 


41 

1-82014 

Washer 

B1-6167-1-K 


42 

1-82046 

Roller 

B1-6168-K 


43 

1/4-20 

Center Lock Nut 

90-203-K 


44 

2-82020 

Top Support 

B5-129-K 


45 

1-82044 

Guide Eyelet Assembly 



50 

2-82005 

Ratchet Assembly 

B5-90021-K 


50A 

JHT-1413 

Torrington Bearing 

904-295-K „ 


50B 

5/16x1-1/2 

Driv Lok Hardened Lock Dowel 

104-507-K 


50C 

1728-B 

Grease Fitting 

48-63-K 


51 

1-81021 

Top Piece 

B5-97-K 


56 

PB-225G 

Bobbin 

B1-90574-1-K 


60 

2-81018 

Resilient Spool Tube Holder 

B5-90030-K 


61 

1-81014 

Spool Tube Holder 

B5-90002-K 


62 

1-82026 

Pawl Spring (Low) 

57-269-K 




WB6 
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Keep your 
wire braiding 
► machines 
■ running 
- f effectively 
with 

improved 
carriers 
and parts 
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Over 

40,000 

Karg 

Wire 

Carriers 
are in use 
around 
the 
world 

These field proven 
KARG wire carriers 
are available in nineteen 
different arrangements to suit 
your individual requirements. 
The matrix chart to the right 
presents these nineteen carriers 
and their individual features. 

In your inquiries 
please refer to either part number 
or model number. 
Price list of KARG wire carriers 
and spare parts 
is available upon request. 


MODEL NUMBER 

PART NUMBER 

WIRE CAPACITY 

STROK. 

A3— 7000 LRP 

4-70000 

11.75 lb 
5.3 kg 

SHOR 

A3— 7000 

4-70001 

8.75 lb & 8.00 lb 
4.0 kg & 3.63 kg 

SHOR' 

A3— 7000— C 

4-70002 

8.00 lb 
3.63 kg 

SHOR' 

A3— 7001 LRP 

4-70010 

11.75 lb 
5.3 kg 

SHOR 

KA— 7000 

4-70020 

8.75 lb 
4.0 kg 

SHOR 

KA— 7000 LRP 

4-70021 

11.75 lb 
5.3 kg 

SHOR' 

KA— 7010 LRP 

4-70121 

11.75 lb 
5.3 kg 

SHOR' 

KB— 7000 LRP 

4-70023 

11.75 lb 
5.3 kg 

LONG 

AKB— 7000 LRP 

4-70030 

11.75 lb 
5.3 kg 

LONG 

KB— 9000 P 

4-90002 

13 lb 
5.9 kg 

LONG 

KA— 9000 

4-90004 

13 lb 
5.9 kg 

SHORT 

KA— 9000 LRP 

4-90005 

18 lb 
8.2 kg 

SHORT 

KB— 9000 LRP 

4-90006 

18 lb 
8.2 kg 

LONG 

KB— 9001 LRP 

4-90010 

18 lb 
8.2 kg 

LONG 

KB— 9002 LRP 

4-90020 

18 lb 
8.2 kg 

LONG 

K— 9001 

4-90022 

18 lb 
8.2 kg 

LONG 

KB— 9010 LRP 

4-90100 

18 lb 
8.2 kg 

LONG 

K A— 9010 LRP 

4-90102 

18 lb 
8.2 kg 

SHORT 

K— 9002 

4-90104 

18 lb 
8.2 kg 

SHORT 


* "SHORT" Stroke Carriers must be used with BRAIDER RINGS 

* * Separate "SHOES" are available for use on various braiding machines. Prices available upon request 


OBBIN LENGTH 

BOBBIN POST 
DIAMETER 

BOBBIN POST 
BUSHING 

SHOE 

SUPPLIED 

USED ON 

DECK PLATE 
THICKNESS 

8 in 

203.2 mm 

5/8 in 

NO 

NO** 

Ost. 192 mm H.G. 
TMW 7 in H.G. 
Carter 7% in H.G. 


1/8 in 155.6 mm 
in 152.4 mm 

5/8 in 

NO 

NO** 

Ost. 192 mm H.G. 
TMW 7 in H.G. 
Carter 7% in H.G. 


6 in 

152.4 mm 

5/8 in 

NO 

NO** 

Ost. 192 mm H.G. 


8 in 

203.2 mm 

3/4 in 

NO 

NO** 

Ost. 192 mm H.G. 
TMW 7 in H.G. 
Carter 7’/2 in H.G. 


6-1/8 in 
155.6 mm 

5/8 in 

NO 

YES 

TMW 7 in H.G. 

0.625 in 

8 in 

203.2 mm 

5/8 in 

NO 

YES 

TMW 7 in H.G. 

0.625 in 

8 in 

203.2 mm 

3/4 in 

NO 

YES 

TMW 7 in H.G. 

1.000 in 

8 in 

203.2 mm 

5/8 in 

NO 

YES 

TMW 7 in H.G. 

0.625 in 

8 in 

203.2 mm 

5/8 in 

NO 

NO** 

Ost. 192 mm H.G. 


6-1/8 in 
155.6 mm 

5/8 in 

PACTENE 

YES 

TMW 9 in H.G. 

1.000 in 

6-1/8 in 
155.6 mm 

5/8 in 

PACTENE 

YES 

TMW 9 in H.G. 

1.000 in 

8 in 

203.2 mm 

5/8 in 

PACTENE 

YES 

TMW 9 in H.G. 

1.000 in 

8 in 

203.2 mm 

5/8 in 

PACTENE 

YES 

TMW 9 in H.G. 

1.000 in 

8 in 

203.2 mm 

5/8 in 

PACTENE 

(LONG) 

YES 

TMW 9 in H.G. 

1.000 in 

8 in 

203.2 mm 

3/4 in 

NO 

YES 

TMW 9 in H.G. 

1.000 in 

8 in 

203.2 mm 

3/4 in 

NO 

NO** 

Ost. 252 mm H.G. 


8 in 

203.2 mm 

3/4 in 

NO 

YES 

TMW 9 in H.G. 

1.000 in 

8 in 

203.2 mm 

3/4 in 

NO 

YES 

TMW 9 in H.G. 

1.000 in 

8 in 

203.2 mm 

3/4 in 

NO 

NO** 

Ost. 252 mm H.G. 



Karg Wire Carrier Patents: United States 3,038,367 Italy 662,720 Belgium 615,142 

Germany 1,435,213 Sweden 198,169 Japan 752,486 

United Kingdom 1,002,352 Switzerland 400,430 Australia 265 284 

France 1,322,388 Canada 664 J08 



Model KB— 7000 LRP Model A3-7000 Model KA-9010 LRP 


We offer you immediate shipping 
on your order . . . fast repairs, too! 

As our longtime customer friends know, KARG means service and dependability. Orders for 
new carriers and spare parts are given prompt attention. We often ship spare parts the day after 
the order is received. If you don't already know, we now offer this same quality service in the 
repair or rebuilding of your old, worn KARG Wire Carriers. KARG Corporation gives you 
prompt turnaround and precise scheduling to minimize your braiding machine down time. 

Overseas Representatives: Mitsui & Co. Ltd. W. & M. Ostermann 

C.P.O. Box 822 Postfach 570 

Tokyo, Japan 56 Wuppertal-Barmen 

W. Germany 
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